
   
  

 

  

Fuses 170M1421

URL:https://www.sxplc.com/fuses-170m1421

Product data sheet

    
TYPEFuse

APPLICATIONSemiconductor, DC Common bus, DC drives, power converters/rectifiers

AMPERAGE RATING250 A

BREAKING CAPACITY200 kA

FUSE INDICATORTop fuse status indicator

INSULATED METAL GRIPPING LUGS (IMGL)No
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UTILIZATION CATEGORYaR (accompanied semiconductor protection)

VOLTAGE TYPEAC

FUSE SIZE000

RATED VOLTAGE AC690 V

CENTER-TO-CENTER DISTANCE OF CONNECTIONS78 mm

CURRENT TYPEAC

MOUNTING DIMENSIONM8

CLASSClass aR

CLEARING (I2T)51500 at 660 V
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WATT LOSSES42 W

FUSE SHAPESquare body, slotted offset bolted tags

PRE ARC (I2T)7750

COLORNone

INTERRUPT RATING200 kAIC

CONNECTIONBlade end x blade end

CONSTRUCTION SIZE000

MOUNTING METHODDIN 43 620

PACKAGING TYPEStandard
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VOLTAGE RATING690 V (IEC), 700 V (UL)

FUSE TYPEDIN 43653TN/80 Type T Indicator for Micro
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